
Specifications

TCTemp2000 HiTemp140 HiTemp140-TSK TCTemp1000

Range Internal: -20 to +60ºC  
Remote:  
Thermocouple Dependent

-20 to +140ºC  
Probe: -200 to +260ºC

-200 to +250ºC 
(time limited see chart on  
opposite page)

Internal: -40 to +80ºC  
Remote: -260 to +1370ºC 
(Type K Thermocouple)

Resolution Internal: 0.1ºC  
Remote: 
Thermocouple Dependent*

0.01ºC 0.01ºC Internal and Remote: 
0.1ºC 
 

Calibrated 
Accuracy

Internal: ±1.0ºC  
Remote: 
Thermocouple Dependent*

±0.1ºC ±0.1ºC Internal and Remote:  
±0.5ºC

Memory 131,071 per channel 32,700 32,700 16,383 per channel

Material Black Anodized Aluminum Stainless Steel Enclosure: PTFE 
Data Logger: Stainless Steel

Stainless Steel

Interface Cable IFC200 IFC400 IFC400 IFC110 or IFC200

 

*Thermocouple Table 

Thermocouple Range (oC) Resolution Accuracy

J -210 to +760 0.1°C ±0.5°C

K -260 to +1370 0.1°C ±0.5°C

T -260 to +400 0.1°C ±0.5°C

E -260 to +980 0.1°C ±0.5°C

R -50 to +1760 0.5°C ±2.0°C

S -50 to +1760 0.5°C ±2.0°C

B +60 to +1820 0.5°C ±2.0°C

N -260 to +1300 0.1°C ±0.5°C

The TCTemp1000 is a rugged, high temperature thermocouple  data logger. This submersible 
device can measure and record up to 1370ºC and includes a type K thermocouple 
with a stainless steel tip. Other thermocouple types can easily be installed to monitor 
higher temperatures.



This simple, easy-to-use, Windows-based software enables the user to effortlessly collect, display, and analyze data. A variety of 
powerful tools can be used to examine, export, and print professional reports with just a click of the mouse. The software can be 
downloaded for free from the MadgeTech website.

Phone: (603) 456-2011 • Fax: (603) 456-2012 • info@madgetech.com 
www.madgetech.com • www.madgetechalternativeenergy.com

Software Features

•	 Average line
•	 Lethality equations
•  Full time zone support
•	 Data annotation
•	 Min./max. line

•	 Data table view
•	 MKT (Mean Kinetic Temperature)
•	 Automatic report generation
•	 Summary view
•	 Multilingual

•	 Multiple graph overlay
•	 Statistics calculations
•	 Digital calibration
•	 Zoom in/ zoom out
•	 Cooling Flags

A  PRTemp1000 Graph		
B  Summary
	C  Excel® Tabular Data

Key

MadgeTech Data Logger Software

B

C

 
Pocket PC Software 

B

C

D

A  Connected Device		
B  Identify Device
	C  Start Device
	D  Real-time Data

Key

The MadgeTech Pocket PC Software along with the BTIF1000 allows users to fully communicate with the PRTemp1000, PRTrans1000
and PRTemp1000D data loggers. Data can be collected to a hand held Pocket PC and emailed instantly to a head office to be analyzed
on a computer. Instant real time readings can be obtained to verify and maintain the proper pressure and flow rates.


